
WALL BANNERS 
CUSTOM OUTRIGGER BANNERS, 

VELCRO DATE PANELS, AVENUE BANNERS, 
PODIUM BANNERS, TABLE BANNERS,  

PRAISE AND WORSHIP BANNERS 
SASHES, ARMBANDS, TABLE FLAGS 

HAND FLAGS, PILLOWS AND PRINTS 
GOLF FLAGS, PENNANTS, BURGEES 

SELF-STANDING BANNERS 

WALL BANNERS          

  Quality Custom-Made 

WALL BANNER     
CONSTRUCTIONS 

Fax Quotation Requests to: 
845-246-7786 

Email Quotation Requests to: 
sales@aristaflag.com 

Detailed PDF Information Sheets
for all products now available for 

download at 
 www.aristaflag.com 

COMMON SIZES 
(OTHER CUSTOM SIZES AVAILABLE)     

(sizes listed in feet) 
3’x5’    3’x6’   3’x8’   3’x10’   3’x15’   3’x18’   3’x20’ 
4’x6’   4’x8’   4’x10’   4’x12’   4’x15’   4’x18’   4’x20’ 

5’x8’   5’x10’   5’x12’   5’x15’   5’x18’   5’x20’ 
6’x10’   6’x12’   6’x15’   6’x18’   6’x20’ 

8’x10’   8’x12’   8’x15’   8’x20’ 
10’x12’   10’x15’   10’x18’   10’x20’   10’x24’ 

In most instances, a wall banner is made single-sided and 
can be displayed mounted on a surface or fence, sus-

pended from a ceiling or tied to support points. 

Brilliant SolJet Solvent 
Ink printed on vinyl 

can turn banners into 
attention-getting 
advertisements, 

indoors or outdoors. 

Dye-sublimation XL inks 
printed on polyester fabric 
allow an extremely wide 

range of process colors to 
be obtained, for specific 

Pantone (PMS) color 
requirements.  



    Arista Flag Corporation 
 157 West Saugerties Road 

 Saugerties, New York 12477 
 Phone: 845-246-7700 

 Fax: 845-246-7786 
 

 Email: sales@aristaflag.com 

WALL BANNERS 
MANUFACTURING 

METHODS 
• Sewn and Appliquéd on  

Nylon Fabric 
• Printed Dye-Sublimation on       

Polyester Fabric 
• Combination Sewn and         

Appliquéd Nylon with Printed 
Dye-Sublimation Polyester    
logos, seals or emblems 

• Solvent Ink Printed on Vinyl 
• Screen Printed on Nylon 
• Inkjet Printed Poplins and    

Oxfords 

EXAMPLES 
Sewn, Vinyl, Dye-Sublimation 

Send a viewable file of your logo  
for us to see.  After reviewing the logo, we can make 

suggestions concerning materials and methods. 
sales@aristaflag.com 

Example of a 
sewn and appliquéd nylon 
wall banner with complex, 

detailed logo. 

Example of a vinyl wall 
banner printed with solvent ink.  

Example of a 
dye-sublimation printed 

wall banner on polyester. 
In this case, the banner had 
printed borders around the 
perimeter.  Nylon borders 
can be added for strength. 

In some cases it 
may be more cost 

effective to add 
printed logos to a 
banner with sewn 

letters. 

When submitting information for a quotation please indicate 
your name, the department you represent and 

the name of your company. 
Include your fax number, phone number and e-mail address. 

Supply enough information for us to quote accurately. 
Always include size, quantity, construction style(s) 

and color notations. 
Fax or e-mail a layout or hand drawing of all logos, images, 

typestyles, etc. 
 

Further information can be found by 
visiting our website: 

www.aristaflag.com 

AVAILABLE OPTIONS 
 Border around perimeter, 

Velcro, Back lining, 
Combination Sewn Nylon with                  

Printed Dye-Sublimation Polyester Emblems, 
Grommets or Pole Sleeve,  


